
Compact
Multimeters

MT21

Technical Data

Features Include:

• Measures ACV and DCV to 600V

• Battery test ranges which test 1.5V and 9V batteries

• Fused 10A Range

• Integrated test lead holder

• Diode Test & Continuity buzzer

• Resistance measurement to 2

• 2000 Count LCD

• Full Ranges Protection

• Overmould rubber housing

MΩ

General Specifications

IEC
61010-1

CAT ll
1000V

IEC
61010-1

CAT lll
600V

The MT21 is a compact meter with double moulded
rubber housing and meets the International
Standard IEC-61010-1 CAT lll 600V. The large LCD
display screen has a white backlight for use in
arduous areas. It is a very economical tester ideally
suited for everyday use by electricians, electronic
technicians as well as the air conditioning industry.

Diode Test

Continuity Check

Battery Test current

Input Impedance

ACV Bandwidth

DCA Voltage drop

Display

Overrange indication

Polarity

Measurement Rate

Low Battery Indication

Battery

Fuses

Operating Temperature

Storage Temperature

Relative Humidity

Accuracy is stated at 65 °F to 83 °F (18 °C to 28 °C), less than 7%% RH
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Test current of 1mA maximum, open circuit voltage 2.8V DC typical

Audible signal will sound if the resistance is less than approximately 30

9V (6mA); 1.5V (100mA)

>1M

45Hz to 450Hz

200mV

3 ½ digit, 2000 count LCD, 1.1" digits

"1" is displayed

Automatic (no indication for positive polarity); Minus (-) sign for negative

polarity

2 Times per second, nominal

"BAT" is displayed if battery voltage drops below operating voltage

One 9 volt (NEDA 1604) battery

mA,

3

μA ranges; 0.2A/250V fast blow A range; 10A/250V fast

blow

0°C to 50°C ( 2°F to 122°F)

20°C to 60°C (-4°F to 140°F)

<70% operating, <80% storage



RangeMeasurement Resolution Accuracy

DC Voltage 200mV

2000mV

20V

200V

600V

0.1mV

1mV

0.01V

0.1V

1V

± 0.5% of rdg ± 2 dgts

± 0.8% of rdg ± 2 dgts

200V

600V

0.1V

1V 50/60Hz

AC Voltage ± 1.2% of rdg ± 10 dgts

DC Current 2000 A

20mA

200mA

10A

μ 1 A

0

0

10mA

μ

μ

μ

1 A

10 A

± 1.0% of rdg ± 2 dgts

± 1.2% of rdg ± 2 dgts

± 2.0% of rdg ± 2 dgts

Resistance 200

2000

20k

200k

2000k

0.1

1

0.01k

0.1k

1k

± 0.8% of rdg ± 2 dgts

± 1.0% of rdg ± 2 dgts

Battery Test 9V

1.5V

10mV

10mV
± 1.0% of rdg ± 2 dgts

Ordering Information

HEAD OFFICE
Cnr Rover and Jaguar Roads,Rustivia Ext 3, Elandsfontein
P.O. Box 888, Isando 1600,South Africa
Telephone: +27 11 822 1551
Sales Fax: +27 11 822 2806
Admin Fax: +27 11 822 1411
e-mail: sales@major-tech.com
National Tel: 08 61 MAJORT / 08 61 62 5678

BRANCHES - CAPE TOWN
109 Kyalami Drive, Killarney Gardens
P.O. Box 60122, Tabelview 7439
Telephone: +27 21 556 3091
Sales Fax: +27 21 556 3093

BRANCHES - DURBAN
6A Pastel Park, Wareing Road, Pinetown
P.O. Box 15550, Ashwood 3605
Telephone: +27 31 701 5830
Sales Fax: +27 31 701 6986

BRANCHES - PORT ELIZABETH
175 Kempston Road, Sidwell
P.O. Box 22499, Port Elizabeth 6000
Telephone: +27 41 453 3818
Sales Fax: +27 86 633 9809

www.major-tech.com


