
True RMS
Clamp Meter

MT777

Technical Data

Features Include:
• True RMS

• Current measurement from 0.01 Amp

• Measures AC and DC current up to 1000 Amps

• Measures AC and DC voltage to 600V

• Ø30mm Cable

•

• Large LCD display with bright white LED backlight

• Rubber overmould housing which  disperses various shock over more of

the case

• Temperature Measurement to 1000 C

• Capacitance Measurement to 40mF

• Frequency Measurement to 4kHz

• Peak Hold

• Auto Power Off

• Diode Test and Continuity Buzzer

Resistance to 40MΩ

°

IEC
61010-1

CAT lI
1000V

IEC
61010-1

CAT III
600V

The MT777 is a True RMS 1000A AC and DC clamp meter  that
has a rugged and robust overmould technology for the
housing. This double mould rubber injection enables the
meters to withstand more shocks and drops than
conventional casings of clamp meters.  The features of this
meter offer the electrician and engineer a wide range of
measuring capabilities. The MT777 has a large 4000 count
LCD display with a bargraph and features Peak Capture for
voltage and current. The clamp meter is auto ranging with
manual override and now offers AC and DC voltage, AC
current, Resistance to 40MΩ, Capacitance, Temperature and
Frequency. The MT777 is now the ideal choice for the
electrician or Electrical Engineer.

General Specifications
Clamp Size
Diode Test
Continuity Check

Display
AC Current
AC Voltage Bandwidth

Over Voltage

30mm opening approx
Test current of 0.3mA typical; open circuit voltage 1.5V DC

10M

303g

Threshold 35 ; test current 1mA "
"       " is displayed
“OL” is displayed
2 per second, nominal

(VDC and VAC)
4000 count LCD
50/60Hz (AAC)
50/60Hz (VAC)
-10 4 F to 122 F)
-30 6 4 F to 140 F)
Up to 85%
Category III 600V
One PP3 "9V" Battery
Approx 20 minutes
229 x 80 x 49mm

< Ω <

°C to 50°C (-1 ° °
°C to 0°C (-1 ° °

Low Battery Indication
Overrange Indication
Measurement rate
Input impedence

Operating Temperature
Storage Temperature
Relative Humidity

Battery
Auto Power Off
Dimensions
Weight

Ω
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RangeMeasurement Resolution Accuracy (% 0f Reading)

DC Current ± (2.8% + 10 digits)

Measuring Range

40A

400A

1000A

0 ~ 40.00A

0 ~ 400.0A

0 ~ 1000A

0.01A

0.1A

1A

± (2.8% + 8 digits)

± (3.0% + 8 digits)

AC Current

DC Voltage 400mV

4V

40V

400V

600V

400mV

4V

40V

400V

600V

± (0.8% + 2 digits)

± (1.5% + 2 digits)

± (2.0% + 2 digits)

0.1mV

0.001V

0.01V

0.1V

1V

0.1mV

0.001V

0.01V

0.1V

1V

± (0.1% + 10 digits)

± (1.5% + 8 digits)

± (2.0% + 8 digits)

0 ~ 400.0mV

0 ~ 4.000V

0 ~ 40.00V

0 ~ 400.0V

0 ~ 600V

0 ~ 400.0mV

0 ~ 4.000V

0 ~ 40.00V

0 ~ 400.0V

0 ~ 600V

± (5.0% + 30 digits)

± (5.0% + 20 digits)

Resistance

Capacitance

Frequency

Temperature

400Ω

4kΩ

40kΩ

400kΩ

4MΩ

40MΩ

4nF

40nF

4 Fμ

40 Fμ

400 Fμ

4kHz

°C

°F

0 ~ 400.0 Ω

0 ~ 4.000kΩ

0 ~ 40.00kΩ

0 ~ 400.0kΩ

0 ~ 4.000MΩ

0 ~ 40.00MΩ

0.1Ω

1Ω

10Ω

100Ω

1kΩ

10kΩ

± (1.0% + 4 digits)

± (1.5% + 2 digits)

± (2.5% + 5 digits)

± (3.5% + 10 digits)

± (3.0% + 5 digits)

± (5.0% + 10 digits)

Sensitivity: 5Vrms min

± (4.0% + 10 digits)

± (1.5% + 2 digits)

± (2.5% + 3 )°C

± (2.5% + 5 )°F1°F

1°C-40 1000 C°C ~ °

-40 1832 F°F ~ °

0.001nF

0.01nF

0.1 Fn

0.001 Fμ

0.01 Fμ0 ~ 40.00μF

0 ~ 4.000μF

0 ~ 400.0nF

0 ~ 40.00nF

0 ~ 4.000nF

0 ~ 400.0μF

0 ~ 4.000mF

0 ~ 40.00mF

0 ~ 4.000kHz

0.1μF

0.001mF

0.01mF

0.001kHz

40A

400A

1000A

0 ~ 40.00A

0 ~ 400.0A

0 ~ 1000A

0.01A

0.1A

1A

± (2.8% + 10 digits)

± (2.8% + 8 digits)

± (3.0% + 8 digits)

AC Voltage

400nF

4mF

40mF

± (4.5% + 10 digits)

Ordering Information

HEAD OFFICE
Cnr Rover and Jaguar Roads,Rustivia Ext 3, Elandsfontein
P.O. Box 888, Isando 1600,South Africa
Telephone: +27 11 822 1551
Sales Fax: +27 11 822 2806
Admin Fax: +27 11 822 1411
e-mail: sales@major-tech.com
National Tel: 08 61 MAJORT / 08 61 62 5678

BRANCHES - CAPE TOWN
109 Kyalami Drive, Killarney Gardens
P.O. Box 60122, Tabelview 7439
Telephone: +27 21 556 3091
Sales Fax: +27 21 556 3093

BRANCHES - DURBAN
6A Pastel Park, Wareing Road, Pinetown
P.O. Box 15550, Ashwood 3605
Telephone: +27 31 701 5830
Sales Fax: +27 31 701 6986

BRANCHES - PORT ELIZABETH
175 Kempston Road, Sidwell
P.O. Box 22499, Port Elizabeth 6000
Telephone: +27 41 453 3818
Sales Fax: +27 86 633 9809

www.major-tech.com


